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SUMMARY 
At previous meetings, it has been stated that the outline structure of 2.2.4 should be 
revised.  After review, I somewhat agreed, but at this point in the documentation 
process, I would not recommend any changes in the structure.  I have however made 
some suggestions for changes in various subsections of 2.2.4 which I would like for 
WG-3 to approve. 
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Review comments from Bill Harman, 25 Sept. 02 
OUTLINE. 
If I were rewriting this section for maximum readability, I would propose modifying the 
outline.  On the other hand, I think the existing outline is serviceable, and to avoid an 
unnecessary delay, I propose keeping the outline as is. 
 
Redraft: 
2.2.4.3.5  ADS-B Receiver Duty Factor 
 
Available ADS-B receiver duty factor (i.e., the percentage of time that the ADS-B 
Message Reception function is able to receive and process ADS-B Messages at the 
required ADS-B MTL), when the receiver is shared with another receiving function using 
the 960-1215 MHz band, is an important consideration in meeting the intended ranges of 
operation for ADS-B equipment.  The available ADS-B receiver duty factor shall be 90% 
or greater, averaged over a 10 second period.  As an exception, if the available ADS-B 
receiver duty factor is less than 90 percent, techniques for achieving equivalent 
performance may be proposed and substantiated by analysis. 
 
RATIONALE:  to avoid reference to Appendix E, which is being revised. 
 
===================================== 
 
Redraft of DMTL material: 
2.2.4.3.3  Dynamic Minimum Trigger Level (DMTL) 
 
ADS-B single receiver systems shall implement Dynamic Minimum Trigger Level 
(DMTL) control as a mean of rejecting low level multipath signals and interference. 
 
If the enhanced reception techniques (2.2.4.4) are used, then the DMTL characteristics 
shall be compatible with the requirements in 2.2.4.4.  Otherwise, the DMTL 
characteristics shall be compatible with the requirements in 2.2.4.3.4.1 through 
2.2.4.3.4.3. 
 
RATIONALE:  to conform to the changes in DMTL in the enhanced techniques. 


